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~—Safety stop- 6 mm ¢ Galv hex

head bolt, nut and lock washer. T‘

o

£y

Install thru channel. 23 L
Mast arm

1140 Max

760 Max

E

$

Maximum
sign area
1.3 m2

Maximum
sign weight
20 kg

=Y

1140 mm Max

25 total 10—

REAR VIEW

S

"1 42 mm x 35 mm x 2.66 mm continuous

T
Drill and tap for 10 mm ¢

cap screw with lock washer

/4 NPS x 2.66 mm Galv pipe clamp
8 mm ¢ Galv Hex head bolt, nut and
lock washer.

STANDARD TOP

~—Sign panel

slot Galv steel or aluminum channel —*

e

— Provide removable raintight
cap, unless photoelectric
unit is indicated on plans

—— Photoelectric unit
The State of California or Ifs officers or
agents snall not be responsible for the accuracy
or compiefeness of electronlc coples of his pian
[sheer.
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Removable cap —_
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To get fo the Caltrans web site, go fo: hitp:/ /www.dot.cagov

— Photoelectric unit
~— 3/, NPS x 64 mm ya

Long standard pipe

MOUNTING ADAPTER FOR

PHOTOELECTRIC
POLE TOP DETAILS

~
8 mm ¢ Galv bolt, nut and
fiber washer

DETAIL U SIDE_VIEW

SIGN MOUNTING DETAILS

/50 mm Cir

Pipe clamp

\7"\30 @ 150 mm or

Diameter,

SECTION B-B

#3

spiral @ 150 mm

pitch with 450 mm
lap at splice and
135° hook @ terminations

Steel sleeve at
each welded joint — ]

( &)
£
s
Channel — S
FOR _UNIFORM TUBE THICKNESS
SECTION A-A

< Full
//f il pénefrcﬂon
G

1.5 Max

offset
Steel sleeve M
=3 I
<

3.04 mm x 75 mm
Backup ring g

DETAIL T
AT TUBE THICKNESS CHANGE

POLE SPLICES

/Fimshed grade

Depth

_J5 Cir 4@

ELEVATION

=Ty

\
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~ Conduit

_/?

NOTE

Bolt circles and anchor bolt sizes have been revised.
The Contractor shall verify dependent dimensions for
poles to be installed on existing foundations before

fabricating the poles.

CAST-IN-DRILLED HOLE PILE FOUNDATION

Reinforced Pile

o <FuH R
yalau penetration
G

3/, NPS pipe
64 mm long—— //0 s D
UNIT /
7 mm R with 50 mm/
diameter hole ——
ALTERNATIVE

MOUNTING ADAPTER

,—4 NPS pipe, 125 mm long

FIN

,~—7 mm Plate with 50 mm diameter
hole. Weld to top of standard.

Type 3l or 32 standard,

Signal and lighting

standard or other post,

the top of which has

an 0D larger than a

4 NPS standard pipe.
/* Photoelectric unit
/

Photoelectric unit for for lighting

illuminate overhead sign \

—— ¥ NPS “LB”
conduit fitting

Top mounting-

Signal slip fitter-

See Standard Plan ES-4D,
plug unused opening ——

\

I, NPS to ¥ NPS reducer

“—Type 15, 150, 2I, 2D, 30 or
I-B standard

DUAL PHOTOELECTRIC UNIT MOUNTING DETAIL
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NO SCALE
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